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Footer 2

Upcoming Facilities Shutdowns, or Issues



Footer 3

SPOT Award for Paul



Defective Eaton Disconnect Switches

Footer 4

Certain Eaton Disconnect Switches (30 

and 60 Amp) have a serious 

manufacturing defect. The switch may 

fail to disconnect power even when 

the handle is pulled down to the off 

position. It should NOT be used for 

LOTO and will have to be replaced or 

repaired.

Let Paul or I know if you have one in 

your labs. Repairs will be effected in 

a planned fashion through Facilities.



Footer 5

High Hazard Chemical e-mail Notifications

Emails going out for: 

•peroxide-formers, 

•other time-sensitive chemicals, 

•high toxicity chemicals, 

•pyrophorics, 

•explosives. 



Glove Box SAAs

Footer 6

City of Berkeley inspector 

found items in a glovebox

without a waste label.

Some areas consider glovebox

items to be in process, but 

City of Berkeley may not see 

it this way.



Footer 7

Injuries @ Liquid N2 Fill Stations

• B70, Researcher did not want dewar to 

fall over, so was holding the fill hose. Hose 

was leaking and researcher did not let go

• ALS, Researcher wearing cotton backed 

work glove. LN splash soaked into glove

New Dewar Holders
• Cryo gloves protect from splash only

• If ever feel cold, throw off gloves

• Support dewar in mount w/ chains

• Standing to side so not hit with overspray

• Be careful of mesh shoes, exposed 

socks, & close fitting sleeves

• New posting with contact info.  Contact if 

something is broken



Handouts
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